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Abstract  
Organic photovoltaic (OPV) devices are on the verge of commercialization being 
long-term stability a key challenge. Morphology evolution during lifetime has been 
suggested to be one of the main pathways accounting for performance degradation. 
There is however a lack of certainty on how specifically the morphology evolution 
relates to individual electrical parameters on operating devices. In this work a case study 
is created based on a thermodynamically unstable organic active layer which is 
monitored over a period of one year under non-accelerated degradation conditions. The 
morphology evolution is revealed by compositional analysis of ultrathin cross-sections 
using nanoscale imaging in scanning transmission electron microscopy (STEM) coupled 
with electron energy-loss spectroscopy (EELS). Additionally, devices are electrically 
monitored in real-time using the non-destructive electrical techniques as capacitance-
voltage (C-V) and Impedance Spectroscopy (IS). By comparison of imaging and 
electrical techniques the relationship between nanoscale morphology and individual 
electrical parameters of device operation can be conclusively discerned. Is it ultimately 
observed how the change in the cathode contact properties occurring after the migration 
of fullerene molecules explains the improvement in the overall device performance. 
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1. Introduction 
Organic photovoltaics (OPV) devices have witnessed an impressive improvement in 
power conversion efficiencies (PCE) now reaching 10% for single layer bulk 
heterojunction (BHJ) solar cells.1 However, device stability remains one of the key 
challenges for their commercialization. There are many factors affecting the device 
stability with moisture, heat and light regarded as the main stress factors.2 Solution-
processed OPVs are usually based on BHJ films of semiconducting polymers blended 
with a soluble fullerene derivative that form an interpenetrated bicontinous network.3 
The organic layer harvests sun light and generates charges via charge transfer from the 
polymer (donor) to the fullerene (acceptor) that are collected at selective electrodes.3 
Performance of OPVs is strongly dependent on the donor/acceptor morphology 4 and 
variations of the internal arrangement of donor and acceptor molecules is considered to 
be the main source of efficiency decrease limiting their potential commercialization.5 
Numerous studies have focused on the importance of the bulk morphology properties 
of the organic layer.6, 7 The use of additives8, solvent annealing9 and thermal 
treatments10 can enhance the crystallinity and would increase the device efficiency. 
Enhanced crystallinity of the polymer phase have been correlated with high mobility11 
and improved device performance.12 Importantly, intimately mixed donor/acceptor 
domains are required to provide optimum surface area to enable efficient charge 
separation.13 However, the ability of PCBM molecules to diffuse through the blend film 
is often regarded as the primary cause of thermally induced degradation of solar cell 
performance.14 The link between morphology modification and performance has usually 
been discussed in terms of the bulk properties of the active layer,15 but very little 
attention has been paid to the evolving properties of the active layer/outer contact 
interfaces. For example, molecular orientation of the polymer in intimate contact with 
the extracting electrode could be limiting the collection ability.16 Indeed, morphology of 
the active layer in BHJ solar cells is frequently the result of a meta-stable configuration 
and several vertical segregation profiles can be formed.17 Thermodynamically stable 
morphology blends can be obtained by using high transition temperature (Tg) polymers18 
or by cross-linking the organic phase19. In general terms one of the issues that still 
require intensive work is the understanding of specific mechanisms behind active 
layer/outer contact interface chemical and morphological evolution and its relationship 
to device performance. 
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Several morphology characterization techniques are currently available for organic 
photovoltaic devices and the reader is referred to two recent reviews.20,21 For example, 
advanced techniques such as Grazing Incidence X-ray Diffraction (GXID)22 or electron 
microscopy13, 23 provide access to the structure and length scales of the donor:acceptor 
domains. Alternatively, depth profile concentration of donor:acceptor blends can be 
analyzed by using Dynamic Secondary Ion Mass Spectroscopy (SIMS)24, Variable-
Angle Spectroscopic Ellipsometry (VASE),17 Near-Edge X-ray Absorption Fine 
Structure Spectroscopy (NEXAFS),25 etc. On the other hand, advanced electrical 
techniques are also available which allow understanding individual electrical processes 
taking place in an operating device. Techniques include Transient Absorption 
Spectroscopy (TAS)26, Transient Photovoltage (TPV)26, Capacitance-Voltage (C-V)27 or 
Impedance Spectroscopy (IS)28. Interestingly electrical characterization offer the 
possibility to measure devices using non-destructive methods that enable real-time 
monitoring.  
In this work a case study is created based on a thermodynamically unstable organic 
layer. The morphology evolution is correlated with the individual electrical processes 
taking place in the device, and revealed by compositional analysis of ultrathin cross-
sections using spatially resolved electron energy-loss spectroscopy (EELS) in the 
analytical scanning transmission electron microscope (STEM). Additionally, devices are 
electrically monitored in real-time using the non-destructive electrical techniques as C-V 
and IS. By comparison of imaging and electrical techniques the relationship between 
morphology and photovoltaic parameter evolution in operating devices is conclusively 
established. It is ultimately observed how the change in the cathode contact properties 
occurring after the fullerene molecules migration explains the improvement in the 
overall device performance. The formation of a PCBM-rich layer contacting the ZnO 
electron-selective layer at the cathode causes both the increase in electron selectivity and 
establishes a good electrical connection between ZnO and the inner active layer fullerene 
molecules. 
 
2. Results 
2.1. Materials and Solar cells fabrication. The method to produce the solar cells is 
based on standard processing conditions used in the literature29, 30 full details can be 
found as supporting information and a brief description is provided here. Devices were 
prepared in the inverted configuration ITO/ZnO/P3HT:PCBM/MoO3/Ag. Pre-cleaned 
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patterned ITO was coated with commercially available ZnO nanoparticles to provide 
film thickness of about 50 nm. Substrates were heated at 100 °C for 5 min followed by a 
further treatment in the glovebox at 130 °C for 10 min. Spin coated P3HT:PCBM films 
(~100 nm) were thermally treated at 130 °C for 10 min. Device fabrication was 
completed by thermal evaporation of MoO3 (10 nm) and Ag (100 nm). Ten independent 
devices (4 pixels each) were encapsulated with epoxy and a glass slide for electrical 
characterization. Devices were kept in the glovebox in the dark at all times excluding the 
time required for electrical characterization (<15 min). Some un-encapsulated devices 
were kept in the glovebox for the whole period of the test to characterize the final state 
of the device using STEM measurements. 
 
2.2. Film and device characterization. Cross-sections of devices were prepared by 
focused-ion-beam milling using a Helios NanoLab DualBeam (FEI) to a thickness of 
~45 nm.31 For morphological studies of the cells cast from CHCl3 and to prevent 
degradation or morphological changes due to storage of the ultrathin cross-sections, 
STEM investigations were conducted on the same day of FIB preparation. These were 
done with a Titan QU-Ant-EM microscope (FEI), operated at 120 kV and equipped with 
a GIF Quantum energy filter (Gatan). STEM dark-field imaging was used for 
visualization of the integrity of organic and inorganic layers. The pixel size for these 
images is 0.8 nm, which is sufficient to show the structure the ZnO layer. Afterwards 
hyperspectral STEM-SI data sets were acquired across all functional layers at a spatial 
resolution of 1.3 nm. Electron energy-loss spectra contain contributions from elastic and 
inelastic scattering up to 90 eV energy-loss, using a dispersion of 0.05 eV/pixel. The 
applied electron dose for dark-field and hyperspectral images was in sum ~300 e/A², 
which was shown to damage the electronic structure of the functional, organic materials 
but not the bulk plasmon peak differences between P3HT and PCBM.32 Data sets were 
processed and analyzed using Matlab (MathWorks). For this, hyperspectra were 
normalized to peak intensities and deconvolved to obtain the single-scattering 
contributions using a script made available by Egerton,31 followed by fitting a Gaussian 
to the plasmon peak. Center positions were mapped out to visualize the morphology of 
the organic layer. Film thickness was determined either by a VEECO DEKTACK 6M 
Stylus Profiler or—in case of the cross-sectional thickness—using the energy loss 
signal.31 Current density-voltage characteristics were carried out under illumination with 
a 1.5G source (1000 W m-2) using an Abet Sun 2000 Solar Simulator. The light intensity 
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was adjusted with a calibrated Si solar cell. Capacitance-voltage and impedance 
spectroscopy measurements were performed using an Autolab PGSTAT-30 equipped 
with a frequency analyzer module. Impedance Spectroscopy was carried out under 
illumination conditions (1sun) using a wide frequency range (100 Hz-1MHz) at several 
applied DC voltages by applying a small voltage perturbation (20 mV rms). Capacitance 
was recorded at a frequency of 1000 Hz in the dark at several bias voltages to extract the 
capacitance-voltage characteristics. 
 
2.3. Shelf-life efficiency. In order to generate a system to study the electrical 
implications of morphology evolution a polymer with a moderate transition temperature 
(Tg ~ 120°C)33 P3HT has been used in combination with a low boiling point solvent 
(CHCl3), followed by thermal treatment. Using these conditions moderate crystalline 
polymer phases (see Supporting Information for XRD diffraction pattern) are obtained 
implying that thermodynamically stable morphologies will not be attained. An inverted 
configuration composed by ITO/ZnO/ P3HT:PCBM/MoO3/Ag is chosen to minimize 
any degradation arising from the contacts. Devices are characterized by their current 
density-voltage (J-V) curves measured over a period of one year using non-accelerated 
conditions (absence of oxygen, water or light). By using this methodology any change in 
performance will be due exclusively to a morphology evolution of the active layer blend. 
As expected for devices processed from chloroform adequate morphology of donor an 
acceptor is not achieved and initial efficiencies are below 1 %.34 The morphology 
evolution occurring during a period of one year led to a two-fold increase in efficiency. 
Initial and final photovoltaic parameters are summarized in Table I.  
 
Table I 
Photovoltaic parameters for fresh and aged devices processed under different conditions. 
Optical and electrical parameters extracted from J-V curves, absorption measurements and 
capacitance-voltage are included. 
 
Device Jsc
 
(mA cm-2) 
ocV  
(mV) 
FF 
(%) 
PCE 
(%) 
N 
(×1016 cm-3)
VFB 
(mV) 
Fullerene 
cathode 
content 
(%) 
Leakage Current 
(dark – 1V) 
(mA cm-2) 
Fresh 4.4 496 41 0.90 4.0 610 70 2.4 
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Aged 7.3 570 43 1.90 10.0 409 100 0.3 
 
Figure 1 shows that this system provides a good example of morphology evolving 
devices. Individual photovoltaic parameters change following two different time trends. 
Whilst the open circuit voltage (Voc) increases dramatically during the first 10-20 hours 
the short circuit current (Jsc) increases gradually more than 30 % over the whole period 
of study. Alternatively, Fill factor (FF) is always stable and low. Overall, the Voc 
increases 74 mV (~10 %) and Jsc increases nearly 3 mA/cm2 (45 %). As device 
performance parameters are the outcome of many different optical and electrical 
processes, J-V curves cannot help identifying specific mechanisms behind the reported 
evolution. If deeper knowledge is desired the use of more advance electrical techniques 
is needed. 
 
 
Figure 1: Device performance parameters extracted from J-V curves measured during 
a period of 1 year for devices fabricated with the architecture ITO/ZnO/ 
P3HT:PCBM/MoO3/Ag and active layer cast from chloroform (CHCl3). 
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2.4. Morphology and vertical phase segregation analyzed by electron energy-loss 
nanoscale mapping. Devices cast from CHCl3 followed by a thermal treatment at 130 °C 
pristine and aged have been analyzed using advanced microscopy techniques. We apply 
STEM in combination with EELS to visualize the morphology of photoactive layers in 
cross-sections samples prepared using focused ion beam. This combination is called 
STEM spectral imaging (STEMSI) and offers spatially resolved low energy-loss 
spectroscopy at the nanoscale. After fitting a Gaussian profile to each spectrum, the 
determined mean positions can be mapped out. Resulting maps indicate plasmon peak 
positions, which differ depending on the localized enrichment of a certain material or on 
the amount of intermixing. Figure 2a and 2b show STEMSI maps of bulk plasmon peak 
positions, which can typically be found between 20 and 25 eV for carbon based 
materials.31 However, for polymers and fullerenes both center and shape of plasmons 
differ.13 Hence, by acquiring energy loss spectra comprising such low energies, it is 
possible to obtain reliable, qualitative maps of the morphology at nanometer resolution, 
applying a relatively small electron dose. These device states correspond to the 
performance parameters summarized in Table I. As evidenced by such morphological 
analysis of focused ion beam cross-sections of both fresh and aged samples, fullerene 
content at the ZnO-covered cathode increases dramatically during the course of the 
experiment (red color in Figure 2a and 2b). Evolution of morphology in aged samples 
shows a qualitatively small increase of demixing accompanied by a slight decrease of the 
intermixed phase, but a highly PCBM-rich layer develops contacting upper ZnO layer. 
This observation entails an overall morphological change which produces as a result a 
vertical segregation of fullerene molecules accumulated at the cathode contact. To verify 
whether the PCBM accumulation at the cathode contact causes the observed increment 
in the photovoltaic parameters purely electrical techniques are further used to monitor 
how fullerene cathode content evolves over time. 
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Figure 2: Maps showing plasmon peak positions of ultrathin cross-sections of devices 
cast from chloroform (a) fresh and (b) aged. Red color denotes PCBM enriched 
phases (higher plasmon energy) and green color P3HT enriched phases (lower 
plasmon energy). The maps are created from spatially resolved low energy loss 
STEMSI data at a resolution of 1.3 nm. Evolution of morphology in aged samples 
shows that demixing and distribution of domains does not change but that a highly 
PCBM-rich layer develops at the ZnO-covered contact. (c) Absorption spectra of 
fresh and aged films cast from CHCl3. (d) Evolution of defect density values (n) with 
shelf storage and calculated fullerene content at the cathode interface extracted from 
capacitance-voltage measurements carried out in the dark of devices cast from 
CHCl3.  
 
2.5 Correlation with electrical measurements. We have recently shown how to 
extract relevant information about the fullerene content contacting the device cathode by 
means of capacitance-voltage (C-V) analysis.27, 30 This technique allows determining the 
fullerene content at the cathode which is directly related to the contact selectivity. C-V is 
non-destructive and can be used in complete devices in real time experiments. A small 
AC voltage perturbation is applied to a working device at varying DC voltage biases and 
the differential current output is measured. For OPVs C-V is typically carried out at a 
certain frequency between 100-1000 Hz (see Supporting Information for details), and 
offers information on the energy level equilibration at the organic layer/cathode interface 
where a dipole layer is generated by reduction of the fullerene molecules present at that 
interface.30 Additionally, a confined electrical field at the vicinity of the cathode appears 
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producing band bending (depletion zone) in the adjacent active layer.  
The fullerene content at the cathode interface is calculated by analysis of the C-V 
data27 as a function of the degradation time, and representative values are shown in 
Figure 1d. Initially, the fullerene content at the cathode is relatively low (~70 %) and 
during the first tens of hours this value increases to nearly full coverage. In addition to 
the increase in contact selectivity, there is a correlation between fullerene molecules 
covering the cathode and the leakage current measured under dark conditions (see Table 
1 and Figure SI3).27 In this case the leakage current decreases over one order of 
magnitude during the first 20 h. The timescale of this modification correlates with the 
increase in Voc as observed in Figure 1.  
Along with fullerene content at the cathode, defect density (polymer p-doping level) 
can be extracted from C-V measurements by analyzing Mott-Schottky plots (see 
Supporting Information for details). It is known that defect density is connected with the 
crystallinity of the P3HT domains35 and with chemical modification due to external 
dopants.36 As devices are not exposed in these experiments to external agents, defect 
density will be due exclusively to modification in the crystallinity of the P3HT domains. 
Initial defect levels (Table 1) are higher than those typically observed for relatively high 
crystalline films cast from ODCB (~5×1015 cm-3).35 This result is in agreement with the 
low crystallinity of the active layer observed in the XRD diffraction patterns, and 
absorption measurements (shown as Supporting Information). The defect density 
increases as a function of time in agreement with the observed reduction in crystallinity 
as evidenced by the film absorption measurements (Figure 2c). Importantly, the increase 
in defect density occurs gradually during the whole year (Figure 2d) which is related to 
the FF as it will be discussed below.  
In order to better understand the electrical loses the resistive response of devices are 
studied by IS under illumination conditions. This technique provides access to series 
resistance,37 recombination kinetics38 and transport properties.39 The working principle 
of C-V and IS is similar, however, in the later the AC voltage frequency is varied over a 
wide range (1 Hz-1MHz). Representative spectra are shown as Supporting Information 
together with the equivalents circuits used to fit the impedance data displayed in Figure 
3. The meaning of each of the parameters that can be extracted will be briefly described 
here. All Nyquist plots show two arcs at high applied voltages, and a contribution at still 
lower frequencies is observed only for the fresh sample, previously connected to a 
contact resistance (RCO).40 Values of 30-75 Ω cm2 are observed for RCO being this a 
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significant contribution to the overall series resistance of the device. Interestingly, this 
resistance is not present in aged devices indicating that in the initial state the fullerene is 
not able to transfer electrons to the ZnO increasing as a consequence the contact 
resistance. In the final state the active layer/ZnO interface is enriched with fullerenes and 
the charge transfer is facilitated reducing the values of RCO which is no longer observed. 
As it will be explained below the presence of this RCO limits the photocurrent extracted 
in the fresh device.  
The impedance features in the high frequency region have previously been correlated 
with resistive processes caused by carrier movement (Rtr), also contributing to the series 
resistance of the device.37 This is normally observed in non optimized devices when 
morphology issues limit efficient transport of carriers.28, 39 For fresh devices Rtr is 
relatively small 2-15 Ω cm2 indicating that the low FF observed is the consequence of 
the high RCO. On the other hand, aged devices show values of about 20-100 Ω cm2. This 
notable increase in Rtr is correlated with the increase in defect density that impedes the 
efficient transport of carriers. The low frequency impedance response corresponds to the 
recombination resistance (Rrec) present in all photovoltaic devices, which represents the 
opposition of the system to free carrier recombination.38 High Rrec are desired as this is a 
sign of low recombination fluxes.41 At low applied voltages the extracted Rrec shows 
similar values for fresh and aged devices indicating that the reduction of RCO for the 
aged device is totally compensated by the increase in Rtr. However, for the fresh device 
and above 0.25 V the system is not able to increase the photogenerated carrier density 
(related to the values attained by the chemical capacitance Cµ) and recombination takes 
place more readily. 
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Figure 3: Fitting results extracted from impedance spectroscopy data for 
representative devices measured in the initial state (fresh) and at the end of the 
lifetime (aged). The equivalent circuits used are shown as supporting information. 
 
3. Discussion 
As discussed previously, shelf life evolution of photovoltaic parameters in Figure 1 
exhibit three different trends. Voc shows a subtle increment within the first 100 h and 
then remains stable. Jsc evolves much slowly and reaches its maximum after 600 h. On 
the contrary FF remains rather constant throughout the experiment. Long term stability 
does not change any more as observed in Figure 1a. It is known that the origin of the Voc 
is related to energetic42 and kinetic mechanisms.43 Indeed, the difference between the 
donor HOMO and the acceptor LUMO determines Voc as a first approximation.44 In 
addition, gap defect states are known to modulate the Fermi level position that 
ultimately establishes the output Voc.35 Increased defect density in the aged device should 
in theory decrease the Voc as these defects should reduce Fermi level shift upon 
illumination. However, in this work Voc increases and results from STEM, capacitance-
voltage and impedance spectroscopy provide a clear answer on the nature of such an 
improvement. This increase follows the same time scale as the increase in the contact 
selectivity indicating that originally the device was seriously limited by an inefficient 
connection between the cathode and the active layer fullerene molecules. Moreover this 
poor electrical connection is evidenced by the large contact resistance extracted from IS 
of fresh devices. After morphology evolution caused by the presence of meta-stable 
phases, the cathode contact gains fullerene molecules, becoming more electron selective. 
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Consequently the resistance associated to the contact electron hindrance disappears 
allowing for the Voc increase. The presence of a sufficiently high fullerene covering of 
the cathode interface as a necessary condition for efficient device operation was 
demonstrated in previous work.27 
Balance among different resistive mechanisms lies behind the stable trend exhibited 
by FF. Three different contributions are expected to influence FF: (i) a reduction in the 
overall series resistance mainly caused by decrease in RCO, (ii) increase in transport 
resistance and (iii) the observation of similar recombination kinetics. The overall series 
resistance of OPV devices is dominated by the resistance associated to the contacts.45 
Here very high contact resistances are found for fresh devices of up to 75 Ω cm2 at 0 V 
(Figure 3) that in addition is clearly limiting the extracted charge. Then the series 
resistance decreases during the lifetime as RCO is not present for aged devices. On the 
other hand, Rtr is also a source of resistive loses and in all cases this resistive 
contribution is observed for devices casted from CHCl3.46 However, the magnitude of 
this parameter is relatively low for fresh devices (>20 Ω cm-2) and increases with the 
presence of more electrically active defects (20-85 Ω cm-2). It is noted that the increment 
in Rtr roughly compensates the enhanced cathode connection (RCO disappearance). 
Finally, values of Rrec as a function of the applied bias are very similar. Overall, the 
improvement in the series resistance appears to be dominant over the increase in the 
resistance related to transport as the FF slightly increases during the test. 
Increment in Jsc during the first 600 h should be related to a combination of several 
factors. The maximum current calculated by integration of the absorption spectra (Table 
1) provides values of 12 mA cm-2. This is the current that could be obtained if no 
electrical losses would be taking place. However, only 4-7 mA cm-2 are extracted at 
short circuit. Therefore, almost half of photons are lost due to inefficient physical 
processes occurring during device operation. As no significant difference in absorption 
degree between fresh and aged films occurs (see Figure 2c) the increase in Jsc must arise 
from the partial suppression of inner loss mechanisms. In devices limited by high series 
resistance Jsc may be seriously affected.46 An important decrease in RCO takes place 
during the lifetime, being no longer observed after the device test, and this enables a 
more efficient extraction of carriers to the electrodes and improves collecting efficiency. 
However, contact selectivity increment (inferred from the fullerene covering in Figure 
2d) occurs subtly after device construction (<100 h). Alternatively, the transport 
resistance Rtr is observed to increase during the experiment in good agreement with the 
   
 
14
 
 
augment of the defect density in Figure 2d. An additional factor which contributes to the 
collected current is the increment in photogenerated carrier density. Using analytical 
transmission electron microscopy it was previously shown that the extracted 
photocurrent largely depends on the nanoscale morphology features.13 Here, we observe 
a qualitatively small increase of demixing accompanied by a slight decrease of the 
intermixed phase (Figure 2a and 2b). Importantly, this modification of the morphology 
in the bulk of the active layer is expected to take place gradually over the whole study, 
and might assist photogeneration. This final observation is in agreement with the 
reduction in polymer crystallinity as inferred from absorption data in Figure 2c. 
 
4. Conclusion 
In summary, a case study that provides morphology evolving organic layers is 
generated and initial and final states have been analyzed by advanced microscopy 
techniques. Compositional analysis of ultrathin cross-sections using spatially resolved 
electron energy-loss spectra in the analytical STEM reveals that active layer morphology 
evolves forming a PCBM-rich layer at the organic layer/ZnO interface. Evolution in 
morphology yields a change in the vertical segregation profile that lead to an increase in 
the contact selectivity accompanied by a good electrical connection between the cathode 
and active layer fullerene molecules. Devices are further electrically characterized by 
using C-V and IS techniques to confirm the increase in fullerene covering at the cathode 
interface. We highlight how the change in the cathode contact properties occurring after 
the fullerene molecules migration explains the improvement in the overall device 
performance.  
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Supporting Information. Detailed XDR, absorption spectra, Mott-Schottky analysis, 
and Impedance Spectroscopy experiments are shown. 
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Crystallinity characterization of films by XRD vs absorption 
Crystallinity of the P3HT:PCBM organic phases can be discussed in terms of the 
XRD diffraction pattern and their film absoption characteristics. Here we compare de 
crystallinity of devices cast from CHCl3 with those cast from o-dichlorobencene 
(ODCB) as the later is known to provide relatively high crystalline phases. Then, we 
analyze the bulk properties of the blend in the absence of the top contact. Crystallinity of 
the polymer phase is important for the performance of the blend as high crystalline 
phases enhance the transport of carriers and can improve the device efficiency.[30] The 
crystallinity of the blend can be assessed by analysis of the XRD pattern from fresh films 
casted over glass/ITO/ZnO (Figure SI1). The diffraction peak at about 2θ ~5.5 ° 
corresponds to the a-axis orientation related to the packing of the alkyl chains of the 
P3HT crystallites. Interestingly, the intensity of this peak is significantly higher for 
samples casted from ODCB compared to those casted from CHCl3 indicating the ODCB 
sample is more crystalline. Note that in both cases the samples received a thermal 
treatment and relatively high crystalline samples are expected. From the width and 
position of the diffraction peak an estimation of the P3HT nanodomain size is calculated 
for ODCB and CHCl3 to provide values of 20 and 10 nm, respectively.[28] Similarly, 
crystallinity can be discussed in terms of variation in absorption features, particularly the 
position of the maximum absorption at ~500 nm and its relative height with the vibronic  
Figure SI1: a) XDR diffraction pattern and b) absorption spectra of films casted over 
ITO/ZnO substrates using either from o-dichlorobenzene (ODCB) or chloroform 
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(CHCl3) as solvents. 
 
 
shoulder at 600 nm. Figure 4b clearly shows that the sample casted from ODCB shows 
red shifted absorption of the peak at about 500 nm and higher intensity for the shoulder 
at about 600 nm. Both features have been previously correlated with increased 
crystallinity of the P3HT domains. Unfortunately, both XRD and absorption 
measurements can only be applied for fresh devices in the absence of the top contact or 
after termination of the life test as their use in aged devices can only be carried out 
through destructive methods.  
 
Figure SI2 exhibits representative the Mott-Schottky plots and their evolution during 
solar cells testing life. Mott-Schottky analysis measures the contact capacitance as a 
function of the applied voltage at reverse and low-forward bias. As the voltage 
progresses in the positive direction the depletion layer formed at the cathode contact is 
narrowed. This voltage-induced effect yields an increment in the contact capacitance in 
agreement with the known equation NqVVC bi ε/)(22 −=− . The previous relation 
yields a straightline as a function of the bias from which the defect density N can be 
extracted. As the slope is inversely proportional to N it is inferred that defect density 
increases with time. 
 
Figure SI2: Evolution of Mott-Schottky response that explains the improvement in 
contact selectivity during the device test. 
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Figure SI3: Evolution of diode curves in dark conditions.  
 
Previous plot (Fig. SI3) evidences a decrease in the diode leakage current with tests 
time. This evidence informs on the enhancement in the selectivity of the contacts during 
the device test. 
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Figure SI4: Nyquist plots of representative fresh and aged devices.   
 
Fig. SI4 shows impedance plots of fresh and aged solar cells. It is clearly observed that 
in both cases an equivalent circuit comprising two subcircuits (semiarcs) is observed 
(see Fig. SI5a). In the case of fresh samples a additional feature is observed at low-
frequencies (marked as Rco contribution) that is modeled by means of an additional arc 
as proposed in Fig. SI5b. 
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Figure SI5: Equivalent circuits used for spectra responding to two (aged) and three 
arcs (fresh).  
 
 
